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3/4 way ball valve

Fig.165



General specifications

General specification

Connection:   Butt weld ends: EN12627/ISO1127/SMS3008
   Flanged ends: DIN EN1092-1
   * Contact Coreline for other flange standards

Port:    L port, T port, X port, I port;  Full bore

Bore:   Full bore

Size range:   1/2” - 4“

Pressure rating:   1/2” - 2”: PN40

   2 1/2” - 4”: PN16

Top flange:  ISO5211

ATEX, CE, SIL and EU1935/2004 (European food approval) for Coreline ball valves.
EU1935/2004SIL
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Belleville washers provide dynamic 
life loaded stem sealing, even with 
temperature fluctuations.

Specially designed 45° slope of 
stem, ensuring excellent seal 
performance.

Chevron V-shape packing as 
secondary sealing by stem is 
dynamic and safe sealing for both 
pressure and vacuum.

Lock cap for nut, ensure life loaded 
sealing.

Stem nut ensures tight compression 
to the entire packing system.

Stainless steel packing gland 
transfer equal force on the packing 
and stem sealing.

FPM O-ring provides excellent 
sealing by air and vacuum 
applications. 

Anti-static device for ball-stem-body.

Stem is square which is good for 
automation, having four driving 
points to absorb strength.

Stem construction - DN15-DN50



Material part list - DN15-DN50
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No. Part name No. Part name

1 Body A351 CF8M A351 CF8 A216 WCB 13 Stop bolt
2 1) End cap 2) A351 CF8M A351 CF8 A216 WCB 14 Anti-static device SS316 SS304 SS304
3 3) Copping A351 CF8M A351 CF8 A216 WCB 15 Stem seal
4 Ball SS316 SS304 SS304 16 O-ring
5 2) Seat 17 V-packing
6 Stem SS316 SS304 SS304 18 Packing gland
7 Seat shelf A351 CF8M A351 CF8 A216 WCB 19 Belleville washer
8 Gasket 1 20 Stem nut
9 Gasket 2 21 Stop lock cap

10 End cap bolt 22 Handle lock device
11 Nut 23 Hand lever
12 Washer 24 Stem nut

Material

SS301
SS304

SS304
SS304
SS304
SS304

SS304

SS304

* PTFE
FPM

* PTFE
SS304

Material

* PTFE

* PTFE
* PTFE
SS304
SS304

1) The end cap can be exchangable between flanged type and butt welded type.
2) CF3M end cap is standard for a SS316 butt welded ball valve.
3) 4-way valve: change this part to be No. 2 end cap.
* Please contact Coreline if other material is for request.  



Material part list - DN65-DN100 flanged type
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1)  4-way valve: change this part to be No. 2 end cap.
* Please contact Coreline if other material is for request.  
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NO. PART NAME

1 End cap A351 CF8M A351 CF8

2 Gasket 1

3 Seat

4 Body A351 CF8M A351 CF8

5 Bearing

6 Ball SS316 SS304

7 Stem SS316 SS304

8 Gasket 2

9 Bolt

10 Stem Washer

11 O-ring

12 Handle

13 Bolt

14 1) Cap A351 CF8M A351 CF8

15 Anti static device SS316 SS304

16 Bracket A351 CF8M A351 CF8

17 V-ring packing

18 Gland

19 Belleville washer

20 Nut

21 Stop lock cap

22 Bolt

23 Washer

24 Positioning

25 Clip spring SS304

SS301

SS304

SS304

SS304

SS304

SS304

* PTFE

Viton

SS304

SS304

* PTFE

SS304

Material

* PTFE

* PTFE

* PTFE

* PTFE

SS304



Dimensions - DN15-DN50
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3-way: Butt welded ends

Valve dimensions

ISO5211 top flange dimensions and torques

3-way: Flanged ends 4-way: Flanged ends

DN Inch BW FL BW FL

15 1/2" 92 152 21.7 95 134 65 45 44 10 2 16 4-φ14

20 3/4" 110 167 27.5 105 134 75 55 56.4 10 2 18 4-φ14

25 1" 144 190 34 115 170 85 65 64 12 2 18 4-φ14

32 1 1/4" 148 208 42.7 140 215 100 78 78 12 2 18 4-φ18

40 1 1/2" 164 220 48.6 150 300 110 85 96 15 3 18 4-φ18

50 2" 184 254 60.5 165 300 125 100 100 15 3 18 4-φ18

D2
Size L D

W D1 H H1 t C n-φd

DN Inch

15 1/2" 9 42 36 3 3 9.5

20 3/4" 9 50 42 3.5 3 18

25 1" 11 50 42 3.5 3 41

32 1 1/4" 11 70 50 4.5 3.5 56

40 1 1/2" 14 102 70 6 5 78

50 2" 14 102 70 6 5 103

r Torque
[Nm]K M N R

Size

* Please contact Coreline if other flanged/butt welded end standards are for request.

* The torque value is including a safety factor of 1.5.

* T-handle for DN40-DN50.



Dimensions - DN65-DN100 flanged type
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Valve dimensions

ISO5211 top flange dimensions and torques

3-way: Flanged ends 4-way: Flanged ends

* Please contact Coreline if other flanged end standards are for request.

* The torque value is including a safety factor of 1.5.
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DN Inch

65 2 1/2" 290 185 145 122 3 18 135 18 4-φ18

80 3" 310 200 160 138 3 20 140 18 8-φ18

100 4" 352 220 180 158 3 20 175 22 8-φ18

H H1 t C n-φdL D
Size

D1 D2

DN Inch

65 2 1/2" 17 102 70 6 5 135

80 3" 17 102 70 6 5 167

100 4" 22 102 70 6 5 215

Torque
[Nm]

Size
K M N R r



Flow patterns

Flow patterns - 3-way ball valves

Flow patterns - 4-way ball valves

Position 1

FLOW PLAN 1

FLOW PLAN 5

FLOW PLAN 2 FLOW PLAN 3 FLOW PLAN 4

Position 2

Position 1 Position 2

Position 1 Position 2 Position 3

FLOW PLAN 6

Position 1 Position 2 Position 3

FLOW PLAN 7

Position 1 Position 2 Position 3

FLOW PLAN 8

FLOW PLAN 9 FLOW PLAN 10

FLOW PLAN 11 FLOW PLAN 12

Position 1 Position 2 Position 3

Position 1 Position 2 Position 3

Position 1 Position 2Position 1 Position 2

Position 1 Position 2

Position 3

Position 1 Position 2 Position 3

Position 4

Position 1 Position 2 Position 1 Position 2 Position 1 Position 2

3-WAY T-port 90° TURN

4-WAY X-port 90° TURN 4-WAY L-port 180° TURN

FLOW PLAN 13 FLOW PLAN 14

4-WAY I-port 90° 4-WAY T-port 270°

3-WAY T-port 180° TURN

3-WAY L-port 180° TURN3-WAY L-port 90° TURN
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Pressure temperature curve

* Please contact Coreline if other sealing material is for request.  

Pressure temperature curve - PTFE material

0 00300200102- 400 500

Temperature
(-29) (-18) (38) (93) (149) (204) (260)

    0

20

40

60

Pr
es

su
re

 B
ar

°C
°F

2 1/2” - 4”

1/2” - 2”

www.coreline.dk8/82020-04-30  Coreline Valve Co., Ltd.

CORELINE VALVE CO., LTD.
Add: No.210 Xinyuan Road, Ehu Industrial Park, 214116 Wuxi, China

Phone: +86 510 8852 5336     
Http: // www.coreline.dk  E-mail : mail@coreline.cn

The contents of this catalogue are confidential
and proprietary to Coreline, we reserve the right
to change the specifications without any notice.


